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Code No. Hose I.D. Tube Thread
18-502-1476 1/4" 1/4" 7/16-20
18-502-1412 1/4" 5/16" 1/2-20
18-502-5612 5/16" 5/16" 1/2-20
18-502-5658 5/16" 3/8" 5/8-18
18-502-3858 3/8" 3/8" 5/8-18
18-502-3834 3/8" 1/2" 3/4-16
18-502-1234 1/2" 1/2" 3/4-16
18-502-1278 1/2" 5/8" 7/8-14

Standard Package: 100 pieces

Code No. Tube Pipe
18-600-1418 1/4" 1/8"
18-600-1414 1/4" 1/4"
18-600-5618 5/16" 1/8"
18-600-5614 5/16" 1/4"
18-600-3818 3/8" 1/8"
18-600-3814 3/8" 1/4"
18-600-3838 3/8" 3/8"
18-600-1212 1/2" 1/2"
Standard Package: 100 pieces

45° ° ° ° ° SAE FEMALE SWIVEL ADAPTER — MALE PIPE TO
SAE 45° ° ° ° ° FLARE

Bulk Pack Blister Card AP Hose
Code No. Sierra No. No. I.D. Thread

STD. PKG. 100 STD. CTN. 12 STD. CTN. 12

(1 PER CARD)

18-500-1418 18-8043 — 1/4" 1/8"
18-500-1414 18-8042 842 1/4" 1/4"
18-500-5618 18-8054 845 5/16" 1/8"
18-500-5614 18-8055 844 5/16" 1/4"
18-500-3818 18-8073 847 3/8" 1/8"
18-500-3814 18-8074 — 3/8" 1/4"
18-500-3838 — — 3/8" 3/8"
18-500-1238 — — 1/2" 3/8"
18-500-1212 — — 1/2" 1/2"
18-500-5838 18-8041 — 5/8" 3/8"
18-500-5834 — — 5/8" 3/4"

Die Wt.
Code No. Hose Type Set “M”

18-700-1025 16-360-0580 1025 39.5
18-700-6750 16-360-0140 675 —
18-700-7250 16-360-0560 725 —
18-700-8000 16-360-0380 775 —
18-700-9250 16-360-0120 900 —

MALE PIPE

FERRULE VISE/DIES
Hand Operated Vise For Making Fuel Line Assemblies Without Clamps. Vise Uses
Ordinary Barbed Fittings With Series 700 Solid Brass Ferrules. Makes Professional
Looking Leak Proof Fuel Lines.
Furnished with removable handle.  Dies must be ordered separately.
When ordering dies, please consult chart under brass ferrules to determine proper size.

★★★★★ No. 18-J-662-xxx Dies give longitudinal crimp.

★★★★★ No. 18-J-664-xxx Dies give circular and longitudinal crimp.

★★★★★ No. 18-J-VISE Vise (w/o dies)

★★★★★ Special Order Only

SHIELDS SOLID
BRASS FERRULES

SHIELDS HOSE
Oil Hose/Brass Fittings

Bulk Pack Dist. Pkg.
Bend Wt/ 100' Coils 50" R/O Ctn.

I.D. Radius “C” Code # Code #

1 1/2" 4" 22 16-309-1120 16-309-1126

SHIELDS  OIL  TANK  FILL  HOSE

• 2-Cycle Oil Tank Fill

Nitrile/PVC blend for excellent oil resistance.
Flexible corrugated design. Smooth bore, vinyl
helix to prevent collaspe. Resists Ozone, cold
temperature cracking.


